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SECTION 09 83 13
INTERIOR WALL PANEL SYSTEM APPLICATION
ACOUSTICAL WALL TREATMENT
PART 1 GENERAL
1.1 REFERENCES
The publications listed below form a part of this specification to the extent
referenced. The publications are referred to within the text by the basic
designation only.
AMERICAN ASSOCIATION OF TEXTILE CHEMISTS AND COLORISTS
(AATCC)
(2004) Colorfastness to Light
ASTM INTERNATIONAL (ASTM)
(2007a) Sound Absorption and Sound
Absorption Coefficients by the
Reverberation Room Method
(2007) Standard Test Method for Surface
Burning Characteristics of Building
Materials
INTERNATIONAL CODE COUNCIL (ICC)
(2006; Errata 2006; Errata 2007;
Supplement 2007; Errata 2007)
International Building Code
U.S. GREEN BUILDING COUNCIL (USGBC)
(2002; R 2005) Leadership in Energy and
Environmental Design(tm) Green Building
Rating System for New Construction
(LEED-NC)
1.2 SUBMITTALS
Government approval is required for submittals with a &quot;G&quot; designation;
submittals not having a &quot;G&quot; designation are for information only. When used, a
designation following the &quot;G&quot; designation identifies the office that will review the
submittal for the Government. The following shall be submitted in accordance
with Section? SUBMITTAL PROCEDURES:
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Approved Detail Shop Drawings
Drawings showing plan locations, elevations and details. Drawings shall
include details of method of anchorage, location of doors and other openings,
base detail and shape and thickness of materials.
Installation
Manufacturer's installation instructions and recommended cleaning instructions.
Acoustical Wall Panels
Manufacturer's descriptive data and catalog cuts.
LEED Materials; LEED
Submit manufacturer's product data regarding LEED materials affecting this
section.
Local/Regional Materials; LEED
Documentation indicating distance between manufacturing facility and the
project site. Indicate distance of raw material origin from the project site.
Indicate relative dollar value of local/regional materials to total dollar value of
products included in this project.
Fabric swatches, minimum 12 inches wide by 12 inches long 3 samples of each
color range specified.
Certificates of compliance from an independent laboratory accredited by the
National Laboratory Accreditation Program of the National Institute of
Standards. A label or listing from the testing laboratory will be acceptable
evidence of compliance.
Submit applicable LEED documentation verifying LEED Credits obtained for
materials specified in this section.
1.3 SUSTAINABLE DESIGN REQUIREMENTS
1.3.1 LEED Credits
See Section - LEED(TM) DOCUMENTATION for cumulative total material
requirements.
1.4 DELIVERY AND STORAGE
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Materials delivered and placed in storage shall be stored with protection from
the weather, humidity and temperature variations, dirt, dust, or other
contaminants.
1.5 WARRANTY
Wall panel to be warranted against delamination for (1 year). The factory
authorized fabricator, product installer and material manufacturer must sign
and date the Warranty documents and submit a copy to the Contractor for
the warranty to be valid.
PART 2 PRODUCTS
2.1 BASIS OF DESIGN
The following manufacturer and products have been selected as the basis of
design for this project. Panels
Panel Solutions, Inc. &quot;Trim Line Panel Series&quot;
Fabric Covering
2.2 FABRIC COVERED ACOUSTICAL WALL PANELS
Acoustical wall panels shall consist of prefinished factory assembled, seamless
fabric covered, and fiber glass core system as described below. Wall panels shall be
manufactured to the dimensions and configurations shown on the approved detail
Shop drawings. Perimeter edges shall be reinforced by a formulated resin edge
hardener. Acoustical wall panels installed in non-sprinklered areas must comply
with the requirements of ICC IBC, Standard 42-2. The Contractor shall comply with
EPA requirements in accordance with Section? RECYCLED / RECOVERED
MATERIALS.
a.
Panel Width: Widths shall be? Inches unless otherwise indicated on
drawings. End panels may vary in width as necessary to cover wall.
b.
Panel Height: Panel height shall be as detailed.
c.
Thickness: Nominal? Inch.
d.
Core Type: Molded fiberglass.
e.
Fabric Covering: Seamless. Fabric covering shall be stretched free of
wrinkles and then bonded to the edges and back or bonded directly to the
panel face, edges, and back of panel a minimum distance standard with
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the manufacturer. Light fastness (fadeometer) shall be approximately 40
hours in accordance with AATCC 16.
f.
Fire rating for the complete composite system: Class A, 200 or less smoke
density and flame spread less than 25, when tested in accordance with
ASTM E 84.
g.
Substrate: Minimum 10 pound density fiber glass.
h.
Noise Reduction Coefficient (NRC) Range: 0.80 per ASTM C 423.
i.
Edge Detail: Square edge.
j.
Corner Detail: Square.
2.3 SUB-FRAME ASSEMBLY
A. Mounting: Acoustical panels shall be mounted by manufacturer's standard Zclip system.
B. Wall Panel Systems, Inc. Aluminum “Z” clips and trim to be manufactured
specifically to meet the following requirements:
1. Handle the weight of panels.
2. Fasteners for panel assembly to be designed to keep panels
consistantly flat at each joint.
3. Capable of holding panels up to 6’ high x 12’ wide.
4. Allow 3/8&quot;, 1/2&quot; and 3/4&quot; ventilation gap between the wall and the back
side of the panel clip, to prevent condensation behind the panels.
5. System to allow interchanging of components at a later date, with a
dry-fit installation. No liquid adhesives to be used.
C. Trim and Clip Material
1. Where not seen: Al 6061-T6.
2. Where visible: Al 6063-T5.
3. Thickness: not less than 0.62”.
D. All fasteners to be WPS per engineering calculations spec.
E. Panel trim for joints, edges and corners to be from Wall Panel Systems;
Shadowline, Captured, or Open Reveal System (ORS) or recessed reveal
systems, Universal Architectural System .75 System, Clean Room System, &amp;
Wainscot System options as shown on the drawings.
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1.
Finish: (choose option)
a. Mill Finish
b. Clear Satin Anodized
c. Black Anodized
d. Bronze Anodized
e. Gold Anodized
f. Powder Coated (Any Standard Available Color)
PART 3 EXECUTION
3.1 SURFACE CONDITIONS
Walls shall be clean, smooth, oil free and prepared in accordance with panel
manufacturer's instructions. Installation shall not begin until all wet work, such as,
plastering, painting, and concrete are completely dry.
3.2 INSTALLATION
Panel installation shall be by personnel familiar with and normally engaged in
installation of acoustical wall panels. Panels shall be applied in accordance with the
manufacturer's installation instructions.
Install sound-absorptive panel units directly to wall substrate in manner
recommended by manufacturer.
Do not fasten panels to substrate with exposed fasteners.
Install sound-absorptive panel unit’s plumb, level and true to line without distortions.
Do not use material with voids, stains, glue marks, or other visible defects.
3.3 CLEANING
Following installation, dirty or stained panel surfaces shall be cleaned in accordance
with manufacturer's instructions and left free from defects. Panels that are
damaged, discolored, or improperly installed shall be removed and new panels
provided as directed.
-- End of Section --
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